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March 7, 2011 
 
 
Dear Owner, 
 
Welcome to Bannerman, the Home of Sports Turf Magic. 
 
Your new B-PPS-5 Parks & Playground  is designed to improve your total seeding performance.  The 
ease of operation and low maintenance will give you many trouble free hours of operation. Please make 
certain that you read and understand the important instructions for the assembly, adjustments, 
operations, safety and the maintenance contained in this manual.  If there are any instructions which you 
do not fully understand, contact your dealer or Bannerman Ltd. for clarification prior to using the unit.   
When in need of replacement parts, specify the model and serial number of your equipment.  The serial 
plate that identifies your model number and the serial number is located on the three point hitch mast.  
To give you many years of service, regular preventative maintenance is required.  Should you require 
further assistance, please feel free to contact your local Bannerman dealer, or Bannerman directly at: 
 

Bannerman Ltd. 
41 Kelfield Street ~ Rexdale, ON M9W 5A3 
Tel # 416-247-7875 ~ Fax # 416-247-6540 

CDN 1-800-325-4871 ~ USA 1-800-665-2696 
Email: info@sportsturfmagic.com 

Website: www. sportsturfmagic.com 
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Warranty  
 
 Bannerman Ltd.  warranties all Bannerman B-PPS-5 Parks & Playground , when properly 
installed, to be free from defects in material and workmanship under normal use and service, for a period 
of 90 days.  This warranty does not guarantee a particular service life of the products.  Service life will 
vary with application, operating environment, level of maintenance and other factors beyond our control. 
 
 Bannerman Ltd.ȭÓ ÓÏÌÅ ÒÅÓÐÏÎÓÉÂÉÌÉÔÙ for the Bannerman B-PPS-5 Parks & Playground  or parts 
determined to be defective and covered by this warranty, is limited to repairing, or replacing the product 
or part.  
 
  Prior authorization from Bannerman Ltd . must be obtained, before replacing or returning 
part(s), or incurring any cost for labour.  No charges for expense incurred in parts, labour or 
transportation, by unauthorized persons will be allowed under this warranty.  Bannerman Ltd.  reserves 
the right to request the return of any part or Bannerman assembly (with transportation charges prepaid) 
claimed to be covered under this warranty. 
 
 Bannerman Ltd.  shall not be liable, in event, for proximate, incidental, consequential, special or 
other damages, including, but not limited to, damages for loss of production, loss of profit, loss of 
opportunity, or injury to persons or property arising out of any breach of this warranty. 
 
There are no warranties, expressed or implied, including the warranty of merchantability,  
warranty of fitness for particular purpose, or any other warranty extending beyond that set forth 
above. 

 

Work Safely - Follow These Rules!!  
 

A careful operator is the best insurance  against an accident!!  
 

Be sure to pay proper attention to these instructions concerning your personal safety.  Be sure to 
observe and follow these instructions.  
 

Warning : Before handling any equipment,  read this operation manual  
 
1. Do not wear loose fitting clothing that may catch in moving parts. 
 
2. Use extreme care when making adjustments. 
 
3. Always use the proper tools or equipment for the job at  hand. 
 
4. When working under or around the tines, the frame must be supported. 
 
5.  When not in use store the seeder on a kid or flat wood sheet to prevent damage to the spiker tines 

and the long tine rake tines.  
 
6. Remove all seed from the hopper using a shop vacuum and rotate the calibration wheel with the 

seeder in the open position to remove seed in the bottom of the hopper. 



Parks & Playground Seeder  
 

The Bannerman B-PPS-5 Parks & Playground will reduce the time, effort and labour to do 
the job.  
 
 

General Information  

 
Tractor Requirements:  17-35 horsepower tractor with Category 1 Three Point Hitch 
 
Weight:  Approximately _____ lbs.  
 
Speed of Operation:  3 to 4 M.P.H. (6 to 6.5 k.ph.) 
 
Route of Operation : Forward direction only.  Straight lines and turning are permitted. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Hooking up the Three Point Hitch  
 

1. Select a tractor minimum 17 ÈÏÒÓÅÐÏ×ÅÒ ÏÒ ÇÒÅÁÔÅÒ ÅÑÕÉÐÐÅÄ ×ÉÔÈ ÔÈÅ ÓÔÁÎÄÁÒÄ #ÁÔÅÇÏÒÙ Ȱπȱ 
ÏÒ Ȱρȱ 4ÈÒÅÅ Point Hitch. 

2. Free up all linkages, pivot ball joints with adequate caution to ensure proper movement of the 
linkage. This also ensures hook up is quicker & safer. 

3. With both the tractor & seeder on a level, firm surface, first measure the distance from the two 
ÒÅÁÒ 4ÈÒÅÅ 0ÏÉÎÔ (ÉÔÃÈ ÁÒÍÓ Ȱ#ȱ Ǫ Ȱ$ȱ ÔÏ ÔÈÅ ÇÒÏÕÎÄ - with the arms in the lowest position, 
ground clearance shoulÄ ÂÅ ÎÏ ÇÒÅÁÔÅÒ ÔÈÁÎ φȱ ɉρυ ÃÍɊȢ  !ÄÊÕÓÔÍÅÎÔ ÔÏ ÔÈÅ ÖÅÒÔÉÃÁÌ ÔÒÁÃÔÏÒ ÌÉÆÔ 
ÌÉÎËÓ Ȱ&ȱ Ǫ Ȱ'ȱ ÍÁÙ ÂÅ ÎÅÃÅÓÓÁÒÙȢ 

4. Safely reverse tractor to seederȟ ÁÎÄ ȰÓÈÕÔ-ÏÆÆȱ ÔÈÅ ÔÒÁÃÔÏÒȭÓ ÅÎÇÉÎÅȢ  #ÏÎÎÅÃÔ ÔÈÅ ÌÅÆÔ ÈÁÎÄ 
ÔÒÁÃÔÏÒ ÈÉÔÃÈ ÁÒÍ Ȱ#ȱ ÏÎÔÏ ÔÈÅ edger, pick-up pin locate the lock snap pin into the pin hole. 

5. Connect the ÒÉÇÈÔ ÈÁÎÄ ÔÒÁÃÔÏÒ ÈÉÔÃÈ ÁÒÍ Ȱ$ȱ ÏÎÔÏ ÔÈÅ seeder, pick-up pin locate the lock snap 
pin into the pin hole. 

6. #ÏÎÎÅÃÔ ÔÒÁÃÔÏÒ ÁÄÊÕÓÔÁÂÌÅ ÔÏÐ ÌÉÎË Ȱ%ȱ ÔÏ the tractor and to the top hole ÉÎ Ȱ!ȱ ÆÒÁÍÅ ÏÆ edger. 
Be sure snap pins are in cross holes of connecting pins, use hardened pins, NOT Bolts. 

7. While the seeder is in raised position, level the seeder horizontally to the rear axle of the 
tractor. 

8. Safely and slowly lower the seeder to the ground.  When the seeder is resting on the ground, 
adjust the ÔÒÁÃÔÏÒ ÔÏÐ ÌÉÎË Ȱ%ȱȟ ÅÉÔÈÅÒ ÉÎ ÏÒ ÏÕÔ ÔÏ ÅÎÓÕÒÅ ÔÈÅ ÍÁÉÎÆÒÁÍÅ ÉÓ ωπ ÄÅÇÒÅÅÓ ÔÏ ÔÈÅ 
ÒÅÁÒ ÏÆ ÔÈÅ ÔÒÁÃÔÏÒȢ 4ÈÅÒÅ ÓÈÏÕÌÄ ÂÅ υȾψȱ ɉρφ ÍÍɊ ÃÌÅÁÒÁÎÃÅ ÆÒÏÍ ÔÈÅ ÔÉÐÓ ÏÆ ÔÈÅ spiker tines, to 
the level ground. 

9. Lift the seeder ÆÏÒ ÔÒÁÎÓÐÏÒÔ ÔÏ ÁÐÐÒÏØÉÍÁÔÅÌÙ ρψȱ ɉτφ ÃÍɊ ÏÆ ÈÅÉÇÈÔ ÁÎÄ ÐÒÏÃÅÅÄ ÔÏ the field 
surface to be seeded. 

 

 
 

Note: 4ÏÐ ,ÉÎË Ȱ%ȱ ÃÁÎ ÂÅ ÅÉÔÈÅÒ ÍÁÎÕÁÌ ÁÄÊÕÓÔÁÂÌÅ ÏÒ ÈÙÄÒÁÕÌÉÃ ÔÙÐÅȢ 3ÔÁÒÔ ÔÒÁÃÔÏÒ ÅÎÇÉÎÅȟ ÒÁÉÓÅ seeder to 
height of 2 ft (60 cm) off of the ground.  Ensure parking brake is on before leaving the tractor seat. With 
ÔÈÅ ÕÎÉÔ ÒÁÉÓÅÄ ÕÐȟ ÁÄÊÕÓÔ Ȱ3ÉÄÅ 3×ÁÙȱ ÔÕÒÎ ÂÕÃËÌÅÓ Ȱ!ȱ Ǫ Ȱ"ȱ ÔÏ ÐÒÅÖÅÎÔ Ȱ3ÉÄÅ ÔÏ 3ÉÄÅȱ ÍÏÖÅÍÅÎÔ ÏÆ ÔÈÅ 
seeder.  Be sure when adjusting side sway to centre the seeder to tractor to ensure seeder follows in a 
straight line of cultivation behind the tractor. 

 



Basic Maintenance  
 

Each Time before Use:  
Grease the hitch pins prior to attaching the seeder to the tractor.  Grease all fittings on the screw jacks (2 
per jack) 
Grease each fitting on the end bearings. 
Lubricate the spoke wheel and drive chain with summer grade chain saw oil. 
 

Each Time after use: 
Open the slide chute in the seeder hopper, lift the unit free of the ground, rotate the calibrator wheel until 
all the seed is dispensed from the hopper, and use a shop vacuum to collect any remaining seed. 
 
 

 
Tool Adjustments  

 
The following guidelines below should be achieved while the unit is sitting level with the ground.  
 
Spiker Wheel:  
Two inches in the ground. 
 
 
Seed hopper: 
Three inches above the ground. 
 
 
Long Tine Rake: 
3/ 8ȱ - ϵȱ ÉÎ ÔÈÅ ÇÒÏÕÎÄȢ  
 
 
 

 

Calibration Rates  
 

1 Raise machine clear of the ground and pour 20 lbs. of seed in the hopper evenly distributed across 
the bottom end to end. 

2 Set the guage dial on #6 place a plastic sheeting below the seeder.  Open the chute control, and 
turn the calibrator wheel 50 complete turns counter-clockwise, the close the chute control. Weigh 
the collected seed in pounds. This weight is the pounds per 1000 square feet. 

3 Repeat step 2 a total of three times to ensure that the rate is correct. 
 

Note: To determine the number of pounds required by acre, multiply the number of pounds per 1000 
square feet by 43.56. 
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